Experiments with acoustically levitated droplets by Apfel, R. E.
246 
EXPERIMENTS W I T H  ACOUSTICALLY LEVITATED DROPLETS* 
Rabert E. Apfel 
Department of Engineering and Applied Science 
Yale University, N e w  Haven, Connecticut 
Abstract 
The levi ta t ion by acoustic means of a droplet of one liquid 
i n  an immiscible host l iquid provides a means by which a variety 
of droplet and bubble phenomena can be probed. With the  appara- 
t u s  described below the force due t o  the buoyancy of the droplet 
is balanced by a force due t o  the radiation pressure exerted on 
the droplet i n  an acoustic standing wave f ie ld  established i n  a 
cylindrical column of the surrounding liquid. (The acoustic fre- 
quency is about 50 kHZ.1 By proper design the equilibrium of the 
droplet is s table  t o  any perturbation i n  the position of the drop- 
let: furthermore, the position i n  the standing wave f ie ld  a t  which 
the droplet is trapped is  independent of the droplet radius, but 
depends on the density and sound speed of both l iquids as w e l l  as  
the acoustic pressure and pressure gradient. 
ing one l iquid which is excited into acoustic resonance by a cy- 
l indr ica l  piezoelectric transducer. A heating co i l  around the 
column provides the temperature f ie ld .  A droplet of the sample 
liquid r is ing i n  the host l iquid is trapped by acoustical means .in 
a region of uniform temperature. Thus f a r  this technique has been 
employed i n  a number of investigations: 1) the theory for  droplet 
motion and droplet levi ta t ion i n  a sound f ie ld  has been tested and 
has been found t o  provide very good predictions for  experimental 
work, 2 )  the tens i le  strength (or acoustic cavitation threshold) 
of greatly superheated droplets of three liquids has been measured 
as a function of temperature and has been found t o  be i n  good 
agreement with predictions of c lass ical  homogeneous nucleation 
theory, and 3) levitated,  superheated droplets have been exploded 
by a sudden increase i n  acoustic intensity,  
films (about 4000 frames per second) have been taken of the result- 
ing vapor bubble and show some interesting features associated 
w i t h  vapor bubble dynamics. 
Experiments planned for  the future include 1) radiation-in- 
duced cavitation of levitated,  superheated droplets, 2) measure- 
ments of properties such as density, sound speed, and index of 
refraction of metastable l iquids,  31 observations of the sol idif i -  
* Work supported i n  par t  by the  U.S. Office of Naval Research. 
The apparatus consists of a cylindrical glass column contain- 
Moderately high speed 
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cation of supercooled, levi ta ted dr  9,  pos sti- 
gations of metastability of binary i d  es 
---i%TRODUCTION 
There are many instances i n  which it is des i r  e to i so la te  
a sample from a solid container surface. 
discussed application is the levi ta t ion of the nuclear fuel for a 
fusion reactor i n  order t o  allow the fue l  to be heated to extreme- 
ly high temperature. 
materials. Sometimes lev i ta t ion  of the sampler i n  a near vacuum 
is desirable whereas i n  other applications a f lu id  host m e d i u m ,  
e i ther  gas or l iquid,  may be necessary. 
achieved i n  a number of ways. Zero gravity is the most obvious; 
for  metallic samples magnetic levi ta t ion may be used: and f lu id  
flow techniques (e.g. air  turbine) o r  acoustic means have been 
used for  a variety of materials. In  th i s  paper w e  s h a l l  confine 
ourselves t o  the levi ta t ion by acoustic means of droplets of one 
l iquid i n  an irmniscible host liquid. 
It has been known for quite  sometime that a pzogressive 
acoustic wave, i n  a l iquid can produce a force due to  radiation 
pressure on an object i n  the liquid. 
time since this f ac t  has been used to pract ical  advantage by many 
investigators. For instance, the receat we of ultrasonic e q u i p  
m e n t  f o r  diagnosis and thexapy i n  medicine has lead t o  the need 
f o r  knowledge of the safe levels of ultrasonic irradiation, and 
this requires adequate calibration procedures w h i c h  often involve 
a measure of the force due to the acoustic radiation pressure on 
a body. 
The analysis of radiation pressure forprogressive acoustic 
waves can be generalized t o  standing acoustic waves, as w i l l  be 
outlined below. 
case of the force on compressible f l u i d  spheres. 
If i n  an experimental s i tuat ion t h i s  force is adjusted to  
equal the force due to bwyancy,the f lu id  sphere can be levitated. 
Whereas gaseous bubbles are relat ively easy levi ta te , ‘  
the sftuation for  l iquid droplets is more complex.2’3 
afl , the sample droplet material must be reasonably immiscible i n  
the surrounding host liquid; second, it w i l l  be shown tha t  the 
droplet material must be more compressible than the host l iquid 
for  stable levi ta t ion i n  a real si tuation: and th i rd ,  re la t ively 
high acoustic pressure amplitudes (ranging from 1 to  15 atmos- 
pheres) may be required in order to balance the buoyancy furce, 
implying that techniques fo r  avoiding acoustic cavitation i n  the 
sample and host materials must be employed. 
For example, one much 
Another example is the space processing of 
Levitation can be 
But it has only been a shor t  
The result of the analysis can be applied t o  the 
F i r s t  of 
I f  these conditions are m e t ,  however, a number o erest- 
ing experiments can be performed. These r froxu 
zero gravity experiments i n  that the poai 
droplet is a stable equilibrium point rather than a point of neu- 
t r a l  equilibrium. 
situations. 
In  this paper w e  sha l l  f i r s t  review the basic considerations 
involved i n  levi ta t ing l iquid droplets by acoustic means. 
s h a l l  then discuss 1) experimental apparatus for  levi ta t ing drop- 
lets, 2) some interesting and convenient features of droplet trap- 
ping, 3) the use of acoustic levi ta t ion i n  measurements of the 
tensile strength of 4)  the use of acoustic levi ta t ion 
i n  observing bubble dynamics associated w i t h  the explosive vapor- 
ization of a superheated droplet, and 5 )  some proposed experi- 
ments involving droplet levitation. 
ated 
This difference can be an advantage i n  some 
W e  
DROPLET LEVITATION 
Lord Rayleigh first discussed the force on an object due to 
an acoustic wave, which he called acoustic radiation pressure, i n  
1902.' Since then much has been w r i t t e n  on the subject, some of it 
conflicting.. A lucid discussion of the basic effect  can be found 
i n  an a r t i c l e  ent i t led "Acoustic fadiation Pressure i n  a Travelisg 
Plane Wave" by Rooney and Nyborg. An excellant analysis of "The 
Acoustic Radiation Pressure on a,Compressible Sphere" has been 
written by Yosioka and Kawasima.  Below,  t h i s  analysis w i l l  be 
greatly abbreviated by considering t h e  special case of the acous- 
t i c  radiation force on a f lu id  sphere (bubble or  drop) tha t  i s  f a r  
more compressible than the host liquid. 
If  t h e  acoustic pressure f i e ld  is .described by P,(f , t ) ,  then the 
spa t ia l  gradient a t  the position of the sphere 
acoustic force, $,on the sphere for  our special case is: 
Consider a compressible sphere of instantaneous volume V ( t ) .  
i s  VP(5, t ) .  The 
$ - - < V ( t ) V P , ( g , t ) >  
t (time average) 
(1) 
I f  changes i n  the volume occur more rapidly than heat exchange can 
take place, then conditions tend toward adiabatic and small 
changes from the nominal volume of the droplet, Vo, are related to 
pressure changes by the adiabatic compressibility of the liquid: 
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But, i f  the l iquid is not dispersive i n  the frequency range of 
interest ,  then the adiabatic compressibility is related t o  the 
density, p*, and the speed-of-sound, c * ,  of the sample l iquid by 
the following relation: 
__“_l_l 
1 
k A = p * c * z ’  
W e  have, therefore, 
o r  
2 
V ( t )  = V J l  - P,(g,t)/p*c* I . 
I f  the time-variation of the pressure f ie ld  is sinusoidal, we 
can w r i t e  
Therefore, 
PA (E) sinut ) VPA(:) sinwt d t  - 
p*c*2 
F+ = - < V ( t ) V P , ( r , t ) > =  - ST’.. (1- 
Tp 0 
H e r e ,  Tp is the acoustic period (=2n/w). The straightforward 
inte- bration yields 
The droplet is also subjected to a buoyancy force: 
A 
= Vo(p-p*) gz I 
where p is the density of the host l iquid,  g is the gravitational 
acceleration, and 2 is the unit  vector i n  ’the positive axial  (z) 
direction. 
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In  order t o  lev i ta te  a droplet, the z-component of the 
acoustic force must be equal i n  magnitude and directed 
t o  the gravitational force; therefore, 
That is : 
dPA ( 2 )  
-+ v (p - p*) g = 0 VOP,(Z) 2p*c* 0 
or 
This resu l t  is valid i f  the f lu id  sphere is f a r  more compres- 
siblethan its host. 
erence 7 tha t  for p and c equal to the density and sound speed of 
the host liquid, respectively, and for  h = p*/p and 6 = c*/c, then 
More generally, it can be deduced from Ref-  
For the l iquid combinations wed i n  the experiments described be- 
l ow,  Eq. 4 has been adequate. It should also be pointed out t h a t  
i n  the experimental realization for droplet levi ta t ion described 
i n  the next section ,there is, i n  addition to an axial pressure 
variation, a radial  pressure distribution which serves to  keep 
the droplet on axis. 
APPARATUS FOR DROPLET LEVITATION 
The essence of the apparatus used for  droplet levi ta t ion is 
shown schematically i n  Fig. 1. The system is shown w i t h  the 
thermal control (heating w i r e  and thermocouple), but evacuation 
and f i l t e r ing  apparatus as w e l l  as manipulating devices fo r  the 
probes are  deleted i n  order to leave the diagram uncluttered. 
A pyrex glass vessel of the shape shown (30mm 0.d.  and 9 m  
0.d. tubes) holds the host liquid. The acoustic driving uni t  
shown is a cylindrical PZT-4 lead zirconate transducer (1.5-in. 
o.d,, 1.25-in. i.d., 1.5-in. length). The composite system, made 
up of t h i s  unit  epoxied to  the liquid-fi l led glass tube, resonates 
i n  the 50-60 kHz frequency range, corresponding t o  the (1,0,n) 
mode of the system, where 1 refers to the f i r s t  radial  mode, 0 
refers  t o  axial  symmetry, and n is 2,  3, 4 ,  and 5, corresponding 
t o  a spa t ia l  pressure dis t r ibut ion along the axis that can be 
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characterized by a wavelength of 2-10 cm. e 
distribution is not simply sinusoidal because r- 
i t ies  i n  the shape of the cylinder.) The e 
frequency chosen is t h a t  for  wh i- 
tude along the axis of the liqu has a maximum i n  
the test region just below the 
t o  produce a net acoustic force on the test droplet that is equal 
i n  magnitude and opposite i n  direction t o  the buoyancy force. In 
other words, the test droplet can be held mUonless  in the host 
liquid. By trapping the droplet a t  a given position, the experi- 
menter can observe its s ize  and canassurethat  the droplet has 
time t o  achieve thermal equilibrium w i t h  the immediate surround- 
ings. 
ribbon junction which is designed t o  minimize thermal conduction 
errors. The acoustic monitoring system is f a r  more complex than 
the thermocouple. The complexity arises from the d i f f icu l ty  i n  
constructing an acoustic transducing device that has the follaw- 
ing properties : 
(a) a sufficiently small s i z e  i n  order that it not disturb or  
detune the acoustic f ie ld  and so that it has a f a i r l y  f la t  fre- 
quency response i n  the frequency range of interest:  
(b) a construction that can withstand temperatures as high as 
2OOC continually, acoustic pressure amplitudes of several bars, 
and rough treatment; and 
(c) a sensi t ivi ty  that is not affected markedly by s m a l l  changes 
The  magnitude of the acoustic field can be increased so as 
The thermocouple used i n  this experiment consists of a 
. i n  temperature. 
Such a probe has been constructed. The essent ia l  element is a 
cylindrical  PZT-5 lead zirconate cylinder (nominal dimensions: 
1" o.d., 0.0425" i.d., 1" length). A coaxial cable of 0.040" 
o.d. m a k e s  e lec t r ica l  connection w i t h  the sensing device i n  the 
following way: The  inner w i r e  of the coax is looped so that the 
sensing element can be forced on the loop. A spring-type action 
keeps the loop i n  contact w i t h  the inner electrode. Some high 
temperature epoxy can be added t o  help keep the loop iTL place. 
This epoxy also makes a mechanical junction between the coaxial 
w i r e  and the PZT-5 cylinder. Electrical contact between outer 
conductors (of coax and sensor) is made w i t h  conductive paint. 
A thin TFE coating protects the probe from the liquid. 
Tg 33 
SOME INTERESTING AND CONvEbflENT FEATURES OF DROPLET LEVITATION 
There are some interesting features of droplet levi ta t ion 
that are predicted by Eq. 4 and that have been confirmed using 
the apparatus described above: (1) Equation 4 is independent of 
the radius of the droplet. The experimental resul? complement 
the resul ts  of Crum i n  confirming this prediction. (2) Equation 
4 is also independent of the acoustic frequency. (The above 
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derivation assumes that percentage ges i n  the acoustic 
sure amplitude are s m a l l  over d i s t  
radius. 1 
ble  by observing the conditions for  droplet levitation. 
assume l inear i ty  i n  two respects: (1) The voltage output of the 
probe amplifier vo is proportional to . the pressuze- a t  the probe 
position i n  the liquid. (2)  The pressure i n  the l iquid in- 
creases linearly with the input voltage to the driving transducer. 
(This can be assured so long as the electric input impedance to  
the driver is constant as the voltage is increased. The waveform 
can also be observed for distortion.) 
comparable t o  the 
These features make calibration of the acoustic probe possi- 
W e  f i r s t  
The f i r s t  condition can be written 
P ( z )  = av0(z),  dP/dz = advo/dz, 
a = Proportionality Const. (5) 
I f  the probe amplifier output v is $ t i m e s  the actual probe out- 
put v then the  acoustic probeo sensi t ivi ty  is P' 
vp/P = vO/BP = 1/$u. (6 )  
In logarithmic fozm, the sensi t ivi ty  S is  j u s t  
s = 2 0 1 0 g ~ ~ ( v ~ / P )  = -2010g~~a$.  ( 7 )  
The experimental procedure for  probe calibration is as  follows: 
with the driver input a t  vi, the acoustic f i e ld  is probed along 
the axis; the output, as a function of z, is designated vo(z).  
The probe is then removed from the liquid. 
of the host liquid. When it reaches the test region, the driver 
input voltage is  increased u n t i l  the droplet is trapped. 
put voltage with the droplet trapped a t  the position z is desig- 
nated (v. ) . Assuming l inear i ty ,  t h i s  would correspond t o  a 
trapping'pPes sure  
A droplet of thesm@eliquid is introduced into the column 
The in- 
1 (8) (Vi) - vo(z) . 
[The bracketed--tezut is j u  st wnat the pr6bK5GFput voltage would 
be i f  the probe w e r e  a t  z w i t h  the driver voltage, 
Substituting Eq. 8 (and the derivative of it) into Eq. 4 
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yields 
vo(z). [ -dvo(z)/dz] = K 12* 
o r  
W e  have included the minus sign w i t h  dvddz because this term 
must be negative i f  a droplet is to bg 
and K are constant, t h i s  re la t ion implies 
trapped. Since Q, vi, 
where z equals trapping position, (v . )  is input voltage when 
droplet is trapped a t  z, and vo(z) is probe output voltage 
a t  2 when driver input voltage As the input voltage is 
increased, the droplet 's  position w i l l  change and Eq. 11, 
which is one test of the theory, can be checked. Crum has indir- 
ectlyeconfirxned that this prediction is consistent w i t h  experi- 
m e n t .  Problems of adequate resolution, however, occur i n  re- 
*onsin which the pressure gradient is so small that errors i n  
the measurement of dvo(z)/dz can be large. For pract ical  pur- 
poses, therefore, Eq. 11 should be most accurate i n  regions of 
maximum pressure gradient. Once a i n  Eq. 10 is known, the sen- 
s i t i v i t y  of the probe can be calculated using Eq. 7, and Eq. 8 
a 
is vi. 
can be used t o  give the trapping pressure. - 
W e  point out, also,  tha t  the probe calibration can be cir- 
cumvented i n  determining the acoustic pressure a t  any point on 
the axis. T h i s  is often desirable because the calculation of a 
assumes- that the acoustic f ield has been probed precisely where 
the droplet is trapped. S l igh t  probe misalignment would lead t o  
errors i n  the probe calibration. The following expression fo r  
the trapping pressure does not require this precise alignment. 
Using Eq. 5 ,  w e  can rewrite Ea. 4 a s  follows: 
dP (vi)z dvo(zl 
dz dz =Kt -P - = P a  -. vi 
or  
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W i t h  Eq. 10 f o r  a ,  w e  have 
Once again, the equation is most accurate a t  trapping positions 
for  which dv (z)/dz is not d i f f i c u l t  to measure accurately. In  
order t o  f in8  the trapping pressure a t  a position z' where 
dvolz)/dz is s m a l l ,  we j u s t  use the known trapping pressure a t  z 
and Eq. 8 t o  eliminate the proportionality constant, and we  
solve for  P ( z ' ) :  
W e  can summarize the above as follows: 
(1) Equations 12  and 13, the formulas f o r  converting voltage 
measurements t o  pressure measurements, are  based on the assump-. 
t ion that Eq. 4 fo r  the trapping pressures is accurate. The re- 
cent work of Crum3 suggests t ha t  resu l t s  within 10% of the theory 
are t o  be expected. The f ac t  tha t  the theory predicts (and ex- 
periment confirms) that the trapping pressure is independent of 
droplet radius, provided that the radius is small compared to  an 
acoustic wavelength, is rather comforting. 
the actual magnitude of the probe output does not Oenter into 
the prediction of the trapping pressure. (For instance, i f  the 
probe is s l ight ly  off axis ,  this r a t i o  w i l l  have the same value 
as  tha t  along the axis. The probe must, of course, move verti-  
cally.) For probe calibration, however, the actual magnitude of 
vo(z) is, of course, important. 
Example 
The procedure for  measuring the conditions that cause drop- 
let  levi ta t ion is i l lus t ra ted  by the following example. In  Fig. 
2, two curves are plotted. The upper ordinate scale is the output 
of the acoustic probe amplifier a t  a given probe position i n  the 
sound f i e ld  when a constant rms voltage is maintained across the 
acoustic driving unit. For t h i s  particular experiment, the acous- 
t i c  system resonates i n  the ( l ,0 ,3)  mode corresponding t o  a f r e t  
quency of about 50 kHz. 
probes from the  liquid. A droplet of sample is introduced into 
the  column of l iquid and rises into the test region where it is 
trapped i n  the host l iquid by appropriately adjusting the input 
voltage to the acoustic driving unit. 
ped droplet above the pressure maximum and the rms voltage t o  the 
( 2 )  Since P (2) i n  Eq. 12 depends on the r a t i o  [v (z)/(dvo/dz) 1 ,  
Having probed the acoustic and thermal f ie lds ,  w e  remove both 
The position of the trap- 
driving uni t  is then changed, causing the droplet t o  move to  a 
new equilibrium position closer t o  the pressure maximum. Input 
voltage and position are again recorded. This procedure is  re- 
. peated. 
The bottom ordinate i n  Fig.2 indicates the trapping input 
voltage versus position fo r  four ether droplets. 
i n  t h i s  case is glycerin. 
Observations 
droplets of different  s i ze  (ranging from about 0.2-to 2.0-rma dim.) 
appear t o  l ie  on the same curtre. T h i s  is consistent with the 
"trapping theory," which predicts the independence of trapping 
pressure on droplet s i z e ,  provided tha t  the droplet is small com- 
pared to the acoustic wavelength. 
The host l iquid 
One interesting feature of the resu l t s  is tha t  the data fo r  
2 According t o  Eq. 11 the product of (v. 1 , vo (2)  , and dvoJdz 
should be a constant i f  the theory fo r  dropkeP trappins 
is to  be trusted. For the region 2=4.4-5.0, i n  w h i c h  most of the 
droplet trapping measurements axe made, t h i s  product varies by 
less- than 10%. 
i f  the point a t  zr4.4,  where the slope of vo(z) is more d i f f icu l t  
to measure, is not considered. 
MEASURZNG THE TENSILE STRENGTH OF LIQrJlDS 
stresses or degrees of superheak without vaporizing. T h i s  depar- 
turefrom the vaporization conditions described by the relat ion 
between vapor pressure and temperature fo r  a given l iquid is a 
resu l t  of the absence of a f la t  liquid-gas interface i n  the sys- 
t e m  under test; tha t  is, vaporization occurs when a vapor cavity 
forms i n  the liquid. 
T h i s  cavity formation, or  "cavitation", usually occurs not 
because of spontaneous breaking apart of neighboring l iquid mole- 
cules due t o  fluctuations i n  the density a t  the moleculax level  
(homogeneous nucleation) but because of the presence of something 
foreign t o  the liquid (heterogeneous nucleation). In  the lat ter of 
these cases cavitation may occur a t  a liquid-solid boundary, a t  a 
liquid-liquid boundary, a t  a liquid-solid-gas interface (such as 
a crevice i n  an imperfectly wetted container surface or  solid im- 
purity suspended in the l iqu id) ,  o r  even a t  a si te i n  the liquid 
established by impinging radiation (as i n  bubble chambers). 
There w e r e ,  u n t i l  recently, no reported measurements of the 
tensile strength of l iquids tha t  camclose to  the theoretical  
predictions for  the ultimate strength of a l iquid as  described by 
homogeneous nucleation theory. The droplet levi ta t ion technique, 
The calculated product shows even less variation 
Under cer ta in  conditions a l iquid can sustain large tensile 
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however, appears t o  be w e l l  suited for  such measurements. 
attempt t o  minimize the chances of heterogeneous nucleation, small, 
f i l t e r ed  droplets of the sample liquid 
cal ly  i n  an i n e r t  host liquid. 
of Fig. 1. An injected droplet of the sample rises i n  a cylindri- 
ca l  glass column containing the ine r t  host liquid. A heating co i l  
wrapped around the column establishes a positive and stable tem-  
perature gradient i n  the host ("up" posit ive).  The droplet is 
superheated as it rises and when it reaches the test region it is 
levitated as  described earlier. I f  the acoustic pressure ampli- 
tude is further increased, the droplet w i l l  move t o  a new equili- 
brium position closer t o  the acoustic pressure maximum i n  the 
standing wave field.  This procedure of increasing the acoustic 
pressure can be continued u n t i l  a t  some combination of superheat 
and acoustic stress, the droplet bursts in to  its vapor. This can 
be repeated for  different  test-region temperatures, thereby allow- 
ing the measurement of the trade-off between acoustic stress and 
superheat as  causes of droplet vaporization. 
The peak tens i le  stteas experienced by the  droplet imme- 
diately before vaporization [that is, the peak acoustic pressure 
amplitude minus the hydrostatic pressure) is plotted against tem- 
perature i n  Fig. 3 for  two different  liquids: diethyl ether and 
n-hexane. In  both cases the host l iquid w a s  glycerin. Also 
plotted are the  resu l t s  of others who measured the l i m i t  of super- 
heat of these l iquids under posit ive pressure using a variety of 
experimental techniques. The sol id  l ines  are the predictions of 
c lass ical  homogeneous nucleation theory. 
The experimental r e s u l t s  complement ea"$ other despite the 
fac t  tha t ,  fo r  n-hexane, Skripov and Ermakov used a different  hoss 
liquid than i n  the present measurements, and the f a c t  t ha t  W i s m e r  
held h is  ether samples with capillary tubes rather than i n  another 
liquid. These observations strongly suggest tha t  for  the l iquids 
tested,  nucleation has occurred within the sample and not a t  the 
liquid-liquid or liquld-solid interface. The resu l t s  are also i n  
good agreement with classical homogeneous nucleation theory. Thus, 
it appears tha t  the droplet levi ta t ion scheme has provided a m e a n s  
by which the tens i le  strength of some liquids may be measured. 
VAPOR BUBBLE DYNAMICS ASSOCIATED W I T H  THE VAPORIZATION OF A 
SUPERHEATED DROPLET 
The dynamics of physical explosions i n  l iquids commands in- 
terest i n  a wide variety of disciplines: Examples of such pheno- 
mena are underwater explosions, explosions due to sudden contact 
of hot or  cold liquids (such as  Liquid-Natural Gas contacting 
water, water contacting smelt, and molten m e t a l s  contacting other 
l iquids) ,  and cavitation explosions (and implosions). 
In an 
are immobilized acousti- 
The experimental procedure is outlined with the assistance 
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These explosions 
model systems. * In  t h  
l e t  and the degree o 
gy associated with the explosion. 
Above, w e  have described a technique for  measuring the ten- 
sile slxength of superheated liquids. When the liquid reaches 
this ultimate l i m i t ,  it vagorizes explosively. W e  have filmed 
the dynamics of t h i s  explosion a t  moderately high speeds ( h u t  
4000 frames per second, fps) w i t h  both diffuse and shadow light-  
ing. 
T h e  filming has been made relat ively easy, because w e  have 
taken advantage of droplet levi ta t ion and positioned the camera 
w h e r e  the droplet w i l l  be levi ta ted and exploded. 
fore, adjust  things so that the vapor bubble result ing from the 
explosion nearly f i l l s  the en t i re  frame. 
The explosion is init iaked by suddenly increasing the acous- 
t ic  stress on the levi ta ted droplet. The acoustic stress serves 
one other usefu l  purpose: 
In  the absence of the acoustic f i e ld  the explosive grdwth of 
the vapor bubble produced from the  ini t ia l  explosion is followed 
by the vapor bubble collapse. T h i s  collapse process is unstable, 
w i t h  the single vapor bubble shattering in to  a multitude of 
smaller bubbles which are  propelled, upon rebound, into the host 
liquid. In  the presence of the acoustic f ie ld ,  however, the 
collapsing bubble is held together by the acoustic field. The 
tendency of small bubbles to coa+:sce i n  an acoustic f i e ld  is 
at t r ibuted to  "Bjerknes" forces. Thus a single vapor bubble re- 
s u l t s  from the explosion. The  acoustic f i e ld  has a frequency 
about 50-100 times greater than the natural  resonauce frequency 
of the result ing vapor bubble and represents, w e  believe, only a 
small perturbation, other than its coalescence role, to the dy- 
namics of the i n i t i a l  explosion process. 
W e  can, there- 
The Pa r t i cu lws  for  These Exu erimentg 
Ether w a s  the droplet material and glycerin w a s  the host 
liquid for these gbservations. 
approximately 105 C above ether's normal boiling point, or to  
about 140-14lC. 
imately eight bars is required t o  nucleate the explosion. 
The droplets w e r e  superheated to 
A t  this temperature an acoustic stress of approx- 
The apparatus sketched i n  Figure 1 w a s  supplemented by a 
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Fastex l 6 m  WF3 Camera with a 2 
end of the extension tube was w i  
I n  this configuration a one mill 
on the 16mm film as an image with an 
ical diameter) of Irmn. Because 
zontal dimensions are magnified by about 1.6. 
to  5000 frames per second i n  less than a second. 
for  l i t t le  more than a second. 
osc i l la tor  set a t  1000 Hz drives a neon bubble i n  the camera 
which puts l i gh t  marks on the film (2000/s, because the neon bulb 
flashes for  posit ive and negative excursions i n  voltage). I n  the 
sequences shown i n  Figs. 4 and 5 ,  the t i m e  per frame ranged from 
0.24 t o  0.3 m s  (or approximately 3300 t o  4000 fps) .  
Two different l ighting schemes w e r e  used: 
500 w a t t  bulbs i n  parabolic ref lectors  
surrounded the test region. 
Shadow Lighting: For the photographs i n  Fig. 5 ,  a 
collimated mercury arc beam was 
directed through the test region 
in to  the  lens. 
When the camera motor is  switched on, the film accelerates 
The film runs 
For monitoring the frame rate an 
Diffuse Lighting: For the photographs i n  Fig.4, three 
Results 
An i n i t i a l  film sequence and radius vs. time graph of a 
droplet explosion is shown i n  Fig.4. The explosion process can 
be summarized as follows: The vapor bubble grows rapidly as a 
result of the pressure produced inside the cavity during the 
vaporization of the droplet. 
pressure inside and outside the cavity are the same, because of 
the momentum imparted to  the host liquia. 
rebounds several times before the energy associated with the 
osci l la t ion is l y  dissipated. The droplet then moves 
radial ly  from er of the tube due t o  acoustic forces on 
it. 
As the photographs indicate, some of the energy associated 
with tpe growing droplet is l o s t  during the collapse as surface 
ins t ab i l i t i e s  grow. 
In  Figure 5 using shadow lighting an ins tab i l i ty  in i t i a t ed  
during the collapse of a vapor bubble takes the form of a jet- 
like protrusion growing rapidly from the main bubble as it re- 
bounds (only par t  of the main bubble is  shown). The approximate 
velocity of t h i s  protrusion is 2m/s. 
analogous t o  the jets tha t  occur during the violent collapse of a 
cavitation void i n  a l iquid f a r  below its boiling point. I n  our 
case the ins tab i l i ty  is less violent because of the cushioning 
. 
It grows past the  s i ze  a t  which the 
It then collapses and 
T h i s  ins tab i l i ty  may be 
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and damping ef fec ts  of the superheated vapor i n  the bubble. 
The techniques fo r  producing and observing droplet explosions 
described here may be adaptable to  the study of the i n i t i a l  
stages of physical explosions i n  model systems. For a given 
modeling application, the appropriate choice of test and host 
l iquids is required. (Freon 114  i n  a host of w a t e r  is being con- 
sidered i n  
This scheme should also be eas i ly  adaptable to higher speed 
photography. This would allow us t o  focus i n  on the region 
where the f i r s t  vapor cavity is nucleated and would give us de= 
t a i l ed  information about the very important i n i t i a l  stages of 
growth. 
modeling underwater explosions. ) 
PROPOSED EXPERIMENTS INVOLVING DROPLET TRAPPING 
1, Radiation-Induced Cavitation 
A superheated droplet that is levitated i n  a sound f i e ld  a t  
acoustic pressures insuff ic ient  t o  cause homogeneous nucle- 
ation may explode due to  some foreign matter touching the 
sample or  some radiation incident on the sample. By using 
known radiation sources one should be able t o  study the 
temperature and pressure dependence of the threshold of 
radiation-induce cavitation. 
cations in the design of a neutron energy spectrometer. 
2. The Solidification of Supercooled Droplets 
Using a photographic scheme similar to  t h a t  described fo r  
-observing the explosion of superheat droplets, w e  should be 
able to  observe the sol idif icat ion of an acoustically levi- 
tated supercooled droplet. The information obtained from 
these films can be compared with the resul ts  of the analysis 
of the retrieved sol id  pe l le t s  i n  order to shed l i gh t  on the 
mechanisms of the nucleation and growth processes involved 
i n  solidification. 
Such a study may have impli- 
__- -- 
3. Properties of Metastable Liquids 
Very few properties of metastable Liquids have been measured. 
(e.g. sound speed, index of refraction, density, compress- 
i b i l i t y ,  e t  al.).  
these droplets i n  a known sound f i e ld  w e  should be able to 
determine the temperature dependence of some of these pro- 
perties. W e ,  therefore, have the opportunity t o  increase 
substantially our knowledge and hopefully our understanding 
of the liquid state. 
By probing a t  and o b s m i n g  the motion of 
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Fig. 1 Acoustic resonator for levitation experiments. Tntensity of shaded 
region is suggestive of acoustic pressure distribution. 
262 
=uJ 
a- 
E?? 
x 20- 
0 Y
a 
w 
c 4
0 
2. 
c a 
n 
4 
10 
X 0 A 
THREE DROPLETS 
xo A 
X - 
O B  
XA 
X @ A  
1 I I I I I I I I I I 
263 
264 
3 .O 
. .. 
'A.  ._ . .. 
a > 
FRAMES (interval i s  0.3ms) 
Fig. 4 Droplet explosion and resulting vapor bubble dynamics; Radius VB. time 
curve for initial sequence. 
. .. -. 
265 
Fig. 5. Instability during oscillatiqn 3f hot vapor bubble. Only part of bubble is shorn. 
